
heavy duty solid spun discs with rolled 
edges - not stamped, made with first of its 
kind CNC robotic spinning cell

low profile riser & open drum slot  
for smooth, even hose wraps

external fluid path with in-line 
aluminium swivels, machined from 
lightweight aluminium and configured        in a 
in-line fluid path with full flow design 
 - Viewable on opposite side

long-handled locking pin to secure  
reel from rotation during transport or storage

high quality steel construction  
with our durable CPC™ powder coated finish

one piece all cnc robotically welded 
steel "A" frame construction

the electric version features reliable  
chain / sprocket  rewind system with 
your choice of motor

Professional grade 

features

PossiBle fields of aPPlication
· Pressure Washing · Pipeline Maintenance · High Volume Delivery
· High Pressure Washdown · Water Jetting
· Sewer & Drain Cleaning · Water Blasting

Option - AB
Air Motor 
6 Gast

Option - 
E & EF
12V & 24V 
Motor

Option - 
EA, EB & ED
Explosion Proof 
12V,  24V  
& 115V

Option - H
Hydraulic 
Motor

Option - A 
Air Motor 
4 Gast

sewage
& drain

Hose, cord & caBle reels
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sewage & drain
P series 
• External fluid path with machined from solid brass 90º full-flow 

NPT swivel inlet (Zinc plated steel swivel on HP models)
• Swivel Seals: NITRILE
• Sturdy single pedestal spring driven reel with space saving 

design facilitates workplace organization

model eZ-coil® safety line i.d. ft. psi aprx. lbs. w x h x l

p-mp-325 - 3⁄8" 25 3,000 49 7 x 185⁄8 x 171⁄8"
p-mp-425 eZ-p-mp-425 1⁄2" 25 2,500 49 7 x 185⁄8 x 171⁄8"
p-hp-125 eZ-p-hp-125 1⁄4" 25 5,000 48 7 x 185⁄8 x 171⁄8"
p-hp-325 eZ-p-hp-325 3⁄8" 25 4,000 49 7 x 185⁄8 x 171⁄8"

t series - eQuiPPed WitH suPer HuB™
• External fluid path with machined from solid brass 90º full-flow 

NPT swivel inlet (Zinc plated steel swivel on HP models)
• Swivel Seals: NITRILE
• Sturdy dual pedestal reel features Coxreels’ 

exclusive Super Hub™ dual axle support system

model eZ-coil® safety line i.d. ft. psi aprx. lbs. w x h x l

tmp-n-350 eZ-tmp-350 3⁄8" 50 3,000 74 93⁄8 x 211⁄4 x 191⁄2"
tmp-n-3100 - 3⁄8" 100 3,000 106 93⁄8 x 251⁄2 x 24"
tmp-n-450 eZ-tmp-450 1⁄2" 50 2,500 77 93⁄8 x 211⁄4 x 191⁄2"
tmp-n-4100 - 1⁄2" 100 2,500 106 93⁄8 x 251⁄2 x 24"
thp-n-150 eZ-thp150 1⁄4" 50 5,000 74 93⁄8 x 211⁄4 x 191⁄2"
thp-n-350 eZ-thp-350 3⁄8" 50 4,000 78 93⁄8 x 211⁄4 x 191⁄2"

1125 series 
• External fluid path with machined from solid brass 90º full-flow 

NPT swivel inlet (Nickel plated steel swivel on 1" models)
• Swivel Seals: NITRILE (AFLAS on 1" models)
• Exclusive low profile outlet riser & open drum slot design  

for flat smooth hose wrap
• All welded steel "A" frame construction for superior  

reel structure

model motor option i.d. ft. psi aprx. lbs. w x h x l

1125-4-100

electric motor 
options 

available

1⁄2" 100 3,000 36 191⁄2 x 183⁄4 x 175⁄8"
1125-4-200 1⁄2" 200 3,000 39 251⁄2 x 183⁄4 x 175⁄8"
1125-4-325 1⁄2" 325 3,000 48 311⁄2 x 183⁄4 x 175⁄8"
1125-5-100 3⁄4" 100 3,000 42 263⁄4 x 183⁄4 x 175⁄8"
1125-5-175 3⁄4" 175 3,000 50 323⁄4 x 183⁄4 x 175⁄8"
1125-5-200 3⁄4" 200 3,000 55 383⁄4 x 183⁄4 x 175⁄8"
1125-5-250 3⁄4" 250 3,000 59 423⁄4 x 183⁄4 x 175⁄8"
1125-6-100 1" 100 3,000 69 441⁄2 x 181⁄2 x 175⁄8"

HP 1125 series 
• External fluid path with electroless nickel plated steel 90º  

full-flow NPT swivel inlet
• Swivel Seals: AFLAS
• Exclusive low profile outlet riser (Zinc plated on 1/2" models)  

& open drum slot design for flat smooth hose wrap
• All welded steel "A" frame construction for superior  

reel structure

model motor option i.d. ft. hp psi aprx. lbs. w x h x l

hp1125-4-100

electric motor 
options 

available

1⁄2" 100 5,000 36 191⁄2 x 183⁄4 x 175⁄8"
hp1125-4-200 1⁄2" 200 5,000 39 251⁄2 x 183⁄4 x 175⁄8"
hp1125-4-325 1⁄2" 325 5,000 48 311⁄2 x 183⁄4 x 175⁄8"
hp1125-5-100 3⁄4" 100 5,000 42 263⁄4 x 183⁄4 x 175⁄8"
hp1125-5-175 3⁄4" 175 5,000 50 323⁄4 x 183⁄4 x 175⁄8"
hp1125-5-200 3⁄4" 200 5,000 55 383⁄4 x 183⁄4 x 175⁄8"
hp1125-5-250 3⁄4" 250 5,000 59 423⁄4 x 183⁄4 x 175⁄8"

1185 series 
• External fluid path with in-line aluminium straight, full flow NPT 

swivel inlet
• Swivel Seals: NITRILE
• Exclusive low profile outlet riser, open drum slot design for flat 

smooth hose wrap. All welded steel "A" frame construction for 
superior reel structure 

model motor option i.d. o.d. ft. psi aprx. lbs. w x h x l

1185-1124 electric motor 
options 

available

1 1⁄2" 2 1⁄16" 50 600 76 25 x 26 x 24"
1185-1524 1 1⁄2" 2 1⁄16" 75 600 81 29 x 26 x 24"
1185-2024 1 1⁄2" 2 1⁄16" 100 600 94 331⁄2 x 26 x 24"
1185-2528 1 1⁄2" 2 1⁄16" 150 600 122 381⁄2 x 30 x 28"

HigH Pressure 1185 series 
• External fluid path with electroless nickel plated steel 90º  

full-flow NPT swivel inlet
• Swivel Seals: AFLAS
• Exclusive low profile outlet riser, open drum slot design for flat 

smooth hose wrap. All welded steel "A" frame construction for 
superior reel structure 

model motor option i.d. o.d. ft. psi aprx. lbs. w x h x l

1185-1124-buxx electric motor 
options 

available

1 1⁄2" 2 1⁄16" 50 3,000 76 25 x 26 x 24"
1185-1524-buxx 1 1⁄2" 2 1⁄16" 75 3,000 81 29 x 26 x 24"
1185-2024-buxx 1 1⁄2" 2 1⁄16" 100 3,000 94 331⁄2 x 26 x 24"
1185-2528-buxx 1 1⁄2" 2 1⁄16" 150 3,000 122 381⁄2 x 30 x 28"

1175 series 
• External fluid path with machined from solid brass 90º full-flow 

NPT swivel inlet 
• Swivel Seals: AFLAS
• Exclusive low profile outlet riser, open drum slot design for flat 

smooth hose wrap. All welded steel "A" frame construction for 
superior reel structure 

model motor option i.d. o.d. ft. psi aprx. lbs. w x h x l

1175-6-50 electric motor 
options 

available

1" 1 7⁄16" 50 3,000 67 241⁄8 x 261⁄8 x 24"
1175-6-100 1" 1 7⁄16" 100 3,000 70 281⁄8 x 261⁄8 x 24"
1175-6-150 1" 1 7⁄16" 150 3,000 75 321⁄8 x 261⁄8 x 24"
1175-6-200 1" 1 7⁄16" 200 3,000 83 365⁄8 x 261⁄8 x 24"

cHoice of Motors
1125, 1175 & 1185 

Option - A
Air Motor 

4 Gast

Option - AB
Air Motor 

6 Gast

Option - E & EF
12V & 24V 

Motor

Option - EA, EB & ED
Explosion Proof 

12V,  24V & 115V

Option - H
Hydraulic 

Motor This selection only represents a sample of products applicable in this industry. 
Please visit us online or consult the factory for more product options.

112Y series
• Professional grade, compact & lightweight hand crank reels to 

store & maintain hose, cord, cable, wire, rope, tape, chain and 
• Open drum design for no hassle hose wrap
• Adjustable tension brake to prevent "free-wheeling"  

during operation, transport or storage.

model
cable i.d. hose i.d.

aprx. lbs. w x h x l
8/3 10/3 12/3 16/3 3⁄8" 1⁄2"

112y-4 40 75 150 300 50 30 10 121⁄4 x 131⁄8 x 12"
112y-8 80 135 300 - 100 55 14 153⁄4 x 131⁄8 x 12"

112y-12 150 225 - - 150 75 20 201⁄4 x 131⁄8 x 12"
112y-8-cm 80 135 300 - 100 55 13 163⁄8 x 143⁄4 x 13"
112y-12-cm 150 225 - - 150 75 19 207⁄8 x 143⁄4 x 13"


